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January 17, 1995 o " FAX: (206) 575-4548

Mr. Sean Sheldrake

U.S. Environmental Protection Agency N\M Mé

Region X A ( (54 { Hc)

1200 Sixth Avenue / %*@ 5
Seattle, WA 98101 Q‘rw . zab@

/ \4/”5

Re: Bunker Hili Mine Operations Area
Remedial Action
Proposed Change to the Asbestos Abatement Workplan

Dear Mr. Sheldrake:

An amendment to the Asbestos Abatement Workplan is needed to address the removal
of a small number (50-100) of inaccessible cement asbestos board (CAB) shingles from
the exterior of the concentrator building. An addition was built onto the west end of the
concentrator building. This addition was built directly over the existing CAB shingles
which were on the exterior of the building. This construction technique resuited in
sandwiching a number of CAB shingles between the former exterior wall and the end of
the wall and roof of the addition. All of the CAB siding from the wall inside the addition
and the concentrator wall surrounding the addition have been removed. Since it is not
possible to remove the rest of the CAB shmgles with the addition intact, RRS proposes
the following methods for removal.

With the inaccessible shingles stili intact the concentrator building addition will be
demolished using an excavator. Even though the shingles are attached to the
concentrator building, and not the addition, RRS expects that some shingies will be
broken and co-mingled with the other demolition debris. RRS will follow all emission and
disposal procedures for previous demolition and debris handling operations. The onsite
QA/QC representatwe from The Lambert Group will monitor this operation,

Water will be sprayed during the demolition to prevent visible emissions. Water will be
sprayed continuousty onto the CAB shingles when the porhon of the addition adjaoent to
the concentrator wall is being removed

The portion of the debris that wilt have the CAB shingles present will be loaded directly
into a lined disposal truck while being sprayed with a water mist at all times. The material
in the truck will then be sprayed again and transported to the West Canyon disposal area.
After this material has been dumped, it will be sprayed with a coat of soil sement. The
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remaining CAB shingles on the west exterior concentrator wall will be removed via a
manlift, transported, and disposed using the abatement procedures established in the
Abatment Workplan.

Please review and approve this workplan éddenda at 'your earliest convenience., We
would like to begin this work on Monday January 23, 1995. Please contact me at the
project site if you have any questions.

Respectfully,

LZ.-

Chris Zepemick
" Rust Remedial Services, Inc.
Project Manager
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